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Axis AX112 Motorised Drum

General Features

o Diameter @112 mm

= Standard lengths from 256mm

= Asynchronous three-phase or single
phase motors

= 0.06kw to 0.37kw input power

o Insulation class F

= |P66 ingress protection

= Crowned drum surface

o Aluminum or stainless steel
construction.

= Lubricated for life with synthetic oil

Axis AX112 Dimensions
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Figure 3.1

dimensions in mm

DRUM MOTOR STANDARD
Size Material Type D1 D2 ad e f b EL
Aluminium 112.5 113.5
112 AX112 35 21 20 5.5 L+11
Stainless steel 112.5 113.5
GUIDE DRUM
Aluminium 112.5 113.5
112 uT112 35 21 20 55 L+11
Stainless steel 112.5 113.5

With 1.2m cable

= (@ | [ =

All product details are subject to change without notice. © July 2016 Southquip Industrial

Indicative Applications
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Axis AX112 Motorised Drum

Axis AX112 Performance Data

POWER

BELT SPEED

ROTATION

SPEED

BELT PULL

TORQUE

DRUM
LENGTH

WEIGHT

\ n2 F L min. L=450mm
[mis] [1/min] IN]
0,03 5 2222 125
0,04 6 1500 85,0
0,06 10 1000 56,0
0,08 13 750 425
0,12 20 500 28,0 3x230/400V
AXT12 0,06 0,15 25 400 25 0,70/0,25 256 64
4-pole 0,20 33 300 17,0 1x230V
0,26 43 231 13,0 0,42
0,31 52 194 11,0
0,36 60 157 9,50
0,50 84 120 7,00
0,69 116 87 5,00
0,08 13 1500 84,0
0,12 20 1000 56,0
0,15 25 800 45,0
0,20 33 600 34,0 3x230/400V
AX12 0,12 0,26 43 462 26,0 0,95/0,51 256 92
4-pole 0,31 52 387 22,0 1x230V
0,36 60 333 19,0 0,64
0,50 84 240 13,5
0,69 116 174 10,0
0,81 136 148 8,50
0,12 20 1500 84,0
0,15 25 1200 68,0
0,20 33 900 51,0
0,26 43 692 39,0
0,31 52 581 33,0 3x230/400V
AX112 4(_)'1)?6 0,36 60 500 28,5 1.20/0,76 76 04
P 0,50 84 360 205 1x230V
0,69 16 261 14,5 2,30
0,81 136 222 12,5
0,91 153 198 11,0
1,05 177 171 9,50
0,20 33 1250 70,5
0,26 43 962 54,5
0,31 52 806 455
025 0,36 60 694 39,0 23000V
AXT112 4-pole 0,50 84 500 28,5 T 276 10,2
0,69 116 362 20,5 1’§2ng
0,81 136 309 17,5 '
0,91 153 275 15,5
1,05 177 238 13,5
0,26 43 1423 80,0
0,31 52 1194 67,5
0,36 60 1028 58,0 3x230/400V
AXI12 0,37 0,50 84 740 42,0 1,90/1,03 - 106
4-pole 0,69 116 536 30,5 1x230V
0,81 136 457 26,0 1,80
0,91 153 407 23,0
1,05 177 352 20,0

» Enquire for alternative performance data and speeds

« Indication of weight incl oil ready for operating, varies depending on construction.

» Additional weight: approx. 0,5 kg for 100mm add. length

Freephone 0800 741 241




