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Axis AX84 Motorised Drum

General Features

°  Diameter @84mm

® Standard lengths from 269mm

° Asynchronous three-phase or
single-phase motors

® 0.06kw or 0.12kw input power

® Insulation class F

° |P66 ingress protection

®  Aluminum or stainless construction

®  Crowned drum surface

° Permanently lubricated with synthetic
oil

Axis AX84 Dimensions

@D1

| ]
e d 1N [

Figure 2.1

dimensions in mm

DRUM MOTOR STANDARD IP65
Size Material Type D1 D2 ad e f b EL
Aluminium 84 85
84 AX84 35 21 20 3 L+6
Stainless steel 86 87
GUIDE DRUM
Aluminium 84 85
84 uTs4 35 21 20 3 L+6
Stainless steel 86 87

With 1.2m cable

Indicative Applications

www.axisdrummotor.com




Axis AX84 Motorised Drum

Axis AX84 Performance Data

POWER  BELTSPEED = ROTATION BELT PULL TORQUE POWER DRUM WEIGHT
SPEED INPUT LENGTH

(50Hz)
v n2 L min.
[m/s] [1/min]
0.06 0,08 80 750 31,9 3x230/400V
) 0,5/0,3 269 48
AX84 4-pole 0,10 111 600 25,5 1230V ,
0,11 160 546 23,2 0,50
0,15 & 800 33,6
0,16 35 750 31,5
0,19 42 632 26,9
042 0,24 53 500 21,3 34230/400V
AX84 J X 300 4,8
4-pole 0,39 87 307 13,1 0.50/0.30
0,46 103 261 11,1
0,49 110 245 10,4
0,59 132 203 8,60
0,77 172 156 6,60

* Enquire for alternative performance data and speeds
* Indication of weight incl oil ready for operating
 Additional weight: approx. 0,4 kg for 100mm add. length
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