Axis Drum Motor Enquiry Form

To:

Southquip Industrial

9 Wood Street
Invercargill

New Zealand

Phone: +64 3 218 4168
Fax: +64 3 218 4164

Email: sales@southquip.co.nz
Web: www.axismotorroller.com

Drum Motor Design

Customer Details:

Company:

Contact Name:
Phone:

Fax:

Email:

Street:

City:

Country:

Drum Motor Model:

Drum Shell: Crowned c Cylindric c
Drum Face Width mm: ( Dimension L)
Drum Motor Construction: Mild Steel / Alloy D Stainless D

Power: [kw]

Belt Speed: [m/sec]

Electrical Information

Protection Class:

IP65

—

IP66

—

P67

—

Iso Class: F

Voltage:

No. of Phases:

Three Phase

Single Phase

Frequency: [hz]

Frequency Inverter VSD operation:

il

Yes

T )

VSD Output Voltage:

Expected Frequency Range: [hz]

Mounting Dimensions

Shaft Mounting Dimensions:

Direction of Spanner Mounting:

Horizontal

Verticle

—]

Spanner Length mm: (Mounting Length Dimension EL)

Version Of Connection:

Terminal Box Version A*

Right Angled Straight Version C

i

*TM Series Only

=

Angular Cable Gland Version B S
Straight Cable Gland Version D [_)

Angular Cable Gland SS VersionE  [__) Other )
TM Series Options
Electromagnetic Brake: Yes D No D
Mechanical Backstop: Yes D No D
Free Direction of Rotation Clockwise D Anti-Clockwise B
Reverse Operation Yes D No D
Rubber Coating Yes D No D

Relevant Notes:

Freephone 0800 741 241




